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	City of Glendale - Construction Engineering

Hot Mix Asphalt (HMA) Paving Notification Sheet

NOTE: AC placed without paving notification is subject to removal
	
[image: image2.png]





	Information must be submitted a minimum of 2 Business Days prior to any AC placement.



	Please do not FAX actual AC Mix Designs

	Email this form to ALL addresses:

Jon Flatt – Jflatt@glendaleaz.com
 Mark Gibson -  Mgibson@glendaleaz.com
	Project Name:
	

	
	
	

	
	Project Location:
	

	
	
	

	Submitted by: 
	
	Project Inspector:
	

	Name:
	
	
	

	Company / Phone Number:
	
	Project Permit Number:
	

	General Contractors Name:
	
	Address:
	

	Superintendent’s Name:
	
	Phone / Mobile number:
	

	Paving Company Name:
	
	Address:
	

	On site Paving Foreman’s Name:
	
	Phone / Mobile number:
	

	12.5mm (1/2”) AC Mixes are required for all street / trench cuts [48” minimum width per COG Design Guidelines]

	Type (Size)

of Mix


	Minimum
Allowable

Lift Thickness
	AC Mix

Application

(Circle one)
	AC Supplier


	Hot Mix

Plant Number
	Hot-Plant Location


	Supplier

AC Product Code
	Total Estimated

Tonnage
	Proposed 

Placement

Date
	Approx.

Start Time

	9.5mm / 

(3/8 in.)

Surface Course

 / Trench 
	1”


	Arterial  / Residential


	
	
	
	
	
	
	

	12.5mm  / 

(1/2”)

Surface Course

 / Trench
	1 1/2"


	Arterial  / Residential


	
	
	
	
	
	
	

	19mm  / 

(3/4”)

Base Course Only


	2”


	Arterial / Residential


	
	
	
	
	
	
	

	Comments:
	Contractors Authorized signature & date of signature
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